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ZH a ZE.,.7 Workshop Tools - Safety at Work

Innovative wireless charging
Charging by placing it on top - wireless charging

Same charging capacity
as with conventional
charging via cable

No mess of cables

Wireless charging improves
safety by eliminating tripping
hazards due to various charging
cables. Your workshop looks
neat and tidy when you get

rid of the jumble of cables.

Magnetic holder Self-positioning Additional charging

The magnetic holder enables The self-positioning feature source

flexible positioning on magnetic allows for reliable and easy In addition to wireless charging,
surfaces. The support base which placement of the lamp. This HAZET charging pads also

is attached to the pad is not prevents the lamp from not allow traditional charging.
damaged by screwing or similar.  charging due to misplacement. There is a USB port on the

bottom of the pad where
cables can be plugged in.

Components and spare parts
364 Errors excepted from page 482 to 490



Workshop Tools - Safety at Work ZH = ZET7
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LED work spotlight

1979 F-01

1x or 2x 230 V socket
(depending on model)

120-185 cm

1979 F-01

Base,
90° adjustable

Magnetic holder

Components and spare parts
from page 482 to 490 Errors excepted 365



ZH y= ZE-,- Workshop Tools - Safety at Work

Luminous  Operating Protection Protection Battery/ Power LED
flux time rating rating  rechargeable battery suooly  technolo
100% 100% (1P (IK) designation PRl Y

2x 1.5V Micro /
1979 N-71 130 Im 4h IP54 IK07 AAA/ (URO3 Battery SMD

3x 1.5V Micro /
1979 N-72 200 Im 45h IP54 K07 AAA/ (LRO3 Battery SMD

3.7V 1050 mAh USB cable
1979-11 200 Im 25h IP65 IK09 lithium- COB/SMD

ion rechargeable battery (USB C)

3.7V 1200 mAh USB cab)
1979 N-82 300 Im 2h IP65 1K09 lithium- cabe  coB/SMD

ion rechargeable battery (USB C)

3.7V 2600 mAh USB cable
1979 N-85 600 Im 3h IP65 IK09 lithium- COB/SMD

ion rechargeable battery (USB C)

3.6V 4500 mAh USB cable
1979 N-92 1100 Im 3h IP65 IK08 lithium- COB/SMD

ion rechargeable battery (USB C)

3.7V 1050 mAh Wireless
1979 W-11 200 Im 25h IP65 IK09 lithium- ; COB/SMD
! charging
ion rechargeable battery

3.7V 1200 mAh Wireless
1979 W-82 300 Im 2h IP65 IK09 lithium- ; COB/SMD
) charging
ion rechargeable battery
3.7V 1050 mAh Wircless
1979 W-11/3 200 Im 25h IP65 IK09 lithium- : COB/SMD
. charging
ion rechargeable battery
3.7V 1050 mAh
200 Im 2h IP65 IK09 3.7V 1200 mAh Wireless
1979 NW/3 300 Im 25h IP65 IK09 lithium-ion charging COB/SMD
rechargeable battery
3.7V 2600 mAh Wireless
1979 W-85 600 Im 3h IP65 IK09 lithium- ; COB/SMD
) charging
ion rechargeable battery
3.6 V 4500 mAh Wireless
1979 W-92 1100 Im 3h IP65 IK08 lithium- reie COB/SMD
. charging
ion rechargeable battery
3.7V 1200 mAh
300 Im 2h IP65 IK08 3.6 V 4500 mAh Wireless
1979 W1/3 1100 Im 3h IP65 IK09 lithium- charging COB/SMD
ion rechargeable battery
USB cable
g — b
USB cable
1979 WP-2 (USB C)
230V
1979 FC-40 4000 Im IP54 K07 safety CoB
plug
230V
1979 FC-60 6000 Im IP54 IKO7 safety SMD
plug
Components and spare parts
366 Errors excepted from page 482 to 490



U Workshop Tools - Safety at Work HAzZET
Diagnostics / Borescope Technology

Video borescope Video borescope

* 4.9 mm @ micro lens

« Switching function viewing direction 90° + 0° ﬂ
« Instant replay of video or photos at TFT monitor
« Show and hide date and time easily ==

« Automatic switch-off to save energy e
« Image resolution: 640x480 pixels

| 5
« Improved connection between probe and housing (metal) i
adapter for using older probes: 4812-20

* One-hand operation
2nd generation probe:

« Improved illumination with the 90° function HAZET R
« Improved illumination power of LED
proveg Humination pow 4812 N-10/3 AF 3 219131

« Simplified application
« Improved quality of the probe coating

* Probe protection rating IP 67 Video borescope
Included in delivery

* 1 m probe cable with 4.9 mm @ micro lens and LED light sources
« Operating panel

* Hook including magnet

« SD card: 4 GB storage capacity

Video probe:
« Improved accuracy of detail
« Image resolution 1024 x 768 pixels
« Compression format: H.264
# | = Operating temperature: -10°C up to 60 °C
« Protection rating probe: IP67 (when connected)
* 1 m probe cable
Basic unit:
« Easy to read even in sunlight
« Touch display - diagonal 147 mm (5 inch)
« Compact design
« Easy to handle
« Swivelling magnetic base, 180° adjustable
« 127 mm (5 inch) touch display, readable in sunlight
« Display resolution 800x480 pixels
« 8-level brightness setting (5 + 3 boost)
« Zoom: 3-step
« Display of battery capacity
« Timestamp can be shown
« Record videos (MOV format) and photos (Jpeg format)
« Mirroring of the camera image
« Negative display of the camera image
« Designation of photos
« Data transfer: USB-C (USB-C for USB-A cable included in the set)
« HDMI port for video output

* 4xAA batteries

HAZET .- EAN-No « Rechargeable battery: li-ion battery
1T 4000896+ - Operating time when fully charged 4 hours

4812-10/4 S 4 181742 + Charging time 3.5 hours

« Charger: USB charging adapter DC-5V /3 A
B « Operating temperature: 0°C up to 45 °C
Video borescoPe « Operating humidity of up to 90 % (non-condensing)
« |P protection rating (basic unit): IP54
* Swivel probe « IP protection rating with probe connected: IP67

*4.5 mm @ micro lens
< High mobility due to bilateral articulation

« Full swivel up to 180° on both sides enables e.g. a real
reverse view onto valves in the cylinder head

« Bending radius only approx. 38 mm (-30 % compared to conventional designs)

« Front camera

« Focus range: 10 to 100 mm

« Focus angle: 90°

« 5-way LED luminous
source

« Swivel range: 1x180°
« Camera head only 11 mm long (-50% compared to conventional
versions), enabling swivelling even in the tightest spaces
+ Bending radius only approx. 35 mm (-30% compared to conventional versions)
« Light boost and integrated reflection reduction
« Light source: 5 dimming LEDs for optimum lighting
* 4x90° image rotation at the press of a button (no need to turn the probe)
* Micro-lens: 4.5 mm & — Front view with a resolution of 640x480 pixels
* Depth of field: 10 to 100 mm
« Casing made from steel mesh
+ Metal connector between
probe and housing
* Probe tip: IP 67
« Automatic switch-off to save energy
« Contents:
1 m probe cable with 4.5 mm @
micro-lens and LED light source
1 operating panel
1 SD card: 4 GB storage capacity
4 AA batteries

s .‘y"

HAZET
No.

> | 4812-21/5AF

EAN-No.
4000896+

239283

Components and spare parts
from page 482 to 490 Errors excepted 367
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HAZET Workshop Tools - Safety at Work

&

Video borescope Probe for video borescope
Video probe: <«
« Improved accuracy of detail
« Image resolution 1024 x768 pixels HAZET [ ) EAN-No
H . No. 4000896+
» Compression format: H.264 mm mm
* Operating temperature: -10°C up to 60 °C «39mmg
+ Protection rating probe: IP67 (when connected) « Viewing direction of the camera: straight view (Front-View)

-1 m prok.)e cable « Luminous source: 3 dimmable LEDs
Basic unit: » Temperature range: 0°C — 55°C

« Easy to read even in sunlight 4812 N1 F 1000 39 187096
« Touch display - diagonal 147 mm (5 inch) «55mmQ

* Compact design « Viewing direction of the camera: straight view (Front-View)

: g:,sig;i)inhanmdalenetic base. 180° adiustable « Luminous source: 4 dimmable LEDs
g mag : J « Temperature range: 0°C — 55°C

» 127 mm (5 inch) touch display, readable in sunlight

« Display resolution 800x480 pixels 4812N-5.5 1000 5.5 187065
- 8-level brightness setting (5 + 3 boost) 4.9 mm Q

- Zoom: 3-step » Visual angle switching function 90° + 0°

« Display of battery capacity * Dimmable LED

« Timestamp can be shown * Metal connector

« Record videos (MOV format) and photos (Jpeg format) + Probe protection rating IP 67

« Mirroring of the camera image + Temperature range: 0°C - 55°C

« Negative display of the camera image 4812-16 1000 49 181841

* Designation of photos
« Data transfer: USB-C (USB-C for USB-A cable included in the set)
» HDMI port for video output Probe for borescope
» Rechargeable battery: li-ion battery
* Operating time when fully charged 4 hours
+ Charging time 3.5 hours
* Charger: USB charging adapter DC-5V /3 A
* Operating temperature: 0°C up to 45 °C
* Operating humidity of up to 90 %
(non-condensing)
« |P protection rating (basic unit): IP54
« IP protection rating with
probe connected: IP67
* Set of 5 pieces in aluminium case
* 5.5 mm 9 micro lens
+ Semi-flexible probe
* Front camera: 0°
* Focus range: 10 to 60 mm
* Focus angle: 56°
» 4-way LED luminous source

z H
HEZED 2 400058
* 4.5 mm @ micro lens
* 1 m probe cable
« LED light source
* Probe protection rating: IP67 - Handle: IP57

HAzET .- AN 43812 N-2 AF 45 218868
No. 4000896+
812:21158 5 238811 Probe for video borescope
Probe for video borescope * Improved accuracy of detail

* Optimally suited to the basic unit 4812-21

« For probes with improved connection (4812 N) to be
used in conjunction with the operating panels of the sets

« Compatible with basic unit 4812-21

4812-10/4 S - 4812-1/7 - 4812-1/6 - 4812-1/8 * Image resolution 1024 x 768 pixels
« Camera resolution: 325 (H)x250 (v) = 76800 pixels * Image format: Jpeg
« Aperture angle of the camera: horizontal 46°, vertical: 34°, * Video format: MOV
diagonal: 56° » Compression format: H.264
* Depth of field: 10 to 60 mm « Operating temperature: -10°C up to 60 °C
* Probe length: 1000 mm « Protection rating probe: IP67 (when connected)
* Weight: 220 g * 1 m probe cable

* 4.5 mm @ micro lens
+ High mobility due to bilateral articulation
« Full swivel up to 180° on both sides enables e.g. a real
reverse view onto valves in the cylinder head
1#- / ! « Bending radius only approx. 38 mm (-30 % compared to conventional designs)
* Front camera
* Focus range: 10 to 100 mm

[4812N-1F [4812 N-5.5 4812-16 + Focus angle: 90°
« 5-way LED luminous source

HARE 4 2 4000658
*+3.9mmg
« Viewing direction of the camera: 90° — permanently installed mirror (Side-View)
sharp image up to the edge of the field
« Light source: 2 dimmable LED in 90° direction
No reflection in the mirror

» Temperature range: 0°C — 55°C HAZET i %) EAN-No.
4812N-1'S 1000 39 187102 Ne. mm mm Ao008ees
> 4812-21AF 1000 45 237630
Components and spare parts
368 Errors excepted from page 482 to 490
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o
@ Workshop Tools - Safety at Work AazET
Probe for video borescope Telescopic inspection mirror set

* Improved accuracy of detail
* Optimally suited to the basic unit 4812-21

« Telescopic rod, double hinge joint with tension spring

+ Replaceable mirror (clear mirror glass) with
4 mm stainless steel threaded bar

» Compatible with basic unit 4812-21 » Mirror won’t tarnish as polished “metal mirrors” do
* Image resolution 1024 x 768 pixels « Mirror glass encased in rugged stainless steel

* Image format: Jpeg 4-piece set, contents:

« Video format: MOV Telescopic rod, extension length: 300—740 mm

« Compression format: H.264 Round mirror: 30 mm &

Round mirror: 50 mm @

* Operating temperature: -10°C up to 60 °C Rectangular mirror: 65x43 mm

* Protection rating probe: IP67
(when connected)

* 1 m probe cable

* 5.5 mm @ micro lens

» Semi-flexible probe

* Front camera: 0°

* Focus range: 10 to 60 mm

* Focus angle: 56°

* 4-way LED light source

e

HAZET L 2 e, X
4812218 1000 55 237623
Borescope HAZET L L 300858
1977-2/4 300 740 150144

== ade in Germany
« Diaphragm with efficient transmission rate

- Steel tip: 180 mm r—\ Ple'up tool with claws
L]
—lS?

« Flexible E

e « Surface: chrome-plated

Hager / JEe \
0. mm RF N
2151 1080 013043 W

« Ear tips for HAZET stethoscope 2151 N
2151-02/2 - 062287 — ¢

Non-contact infrared thermometer

* For non-contact temperature measurements.
Integrated laser pointer

« Wide range application, e.g. automotive sector (radiator/cooling systems, brakes,
air conditioning, engines, exhaust systems), chemical and food controls, HYAC/R

« Rapid detection function

* Precise non-contact measurements

» Automatic data holding HAZET / EAN-No.
« Display of max. temperature, trigger lock No. mm RS
* 9V block battery (6LR61) 1975 540 009725

« Backlight LCD display

* Dual laser sighting

+D:S=12:1

« Emissivity digitally adjustable from 0.1 to 1.0
« Set high and low alarms

« In artificial leather pouch with hook-
and-loop fastener and belt loop

» Temperature range: -50°C — 550°C

Magnetic pick-up tool

== lade in Germany E
* Magnetic bit retention

* Flexible shank

* Plastic handle

s I8 2 n e

HAZET EAN-NO. 1976 545 15 4500 009732
RO o 1976-1 545 19 7500 009749
1991-1 156054 1976-2 475 8 1100 009763

Components and spare parts
from page 482 to 490 Errors excepted 369



HAZET

Workshop Tools - Safety at Work

Lights

LED penlight

« Highly efficient reflector system: light yield of up to 130 lumen - range
of light up to 75 metres

* Improved design:
approx. 100% brighter
approx. 40% longer operating time

» Well-balanced housing proportions
« Surface with a good grip
« Operation of the on/off switch is possible and easy with gloves

+ Aluminium housing (black anodised) protects inner parts from
the entrance of dust and splash water (IP54)

« 3 watt LED
« Including sales display for a purchase of at least 12 pieces
* Number of batteries: 2x1.5 V Micro / AAA/ (L)R03
» Power supply: Battery

* LED technology: SMD

* Luminous flux 100%: 130 Im
« Operating time 100%: 4 h

» Range of light: 75 m

« Type of protection (IP): IP54
« Protection rating (IK): IK07

O 1/
B
IP54| 3w | 4 h
HEEE £ T
1979 N-71 139 208470

LED torch light - small design

« Continuous one-hand focusing enables precise spotlight up to
homogeneous floodlight

[

* Improved design:
— Focusability
— Approx. 33% brighter

« Professional penlight in small design always provides optimal handling
through well balanced housing proportions and a surface with good grip

« Stable design protects against dust and splash water (IP54)

« Shock-resistant up to a height of fall of 1 m

» 3 watt LED

« 2 levels of brightness: 30% and 100% (regulation by On / Off switch)
» Range of light at 30%: 100 m

« Operating time at 30% (Energy Saving Mode) up to 13 h

 Luminous flux at 30% (Energy Saving Mode) 80 lumens

* Including practical carrying loop

« Including sales display for a purchase of at least 8 pieces

» Number of batteries: 3x 1.5 V Micro / AAA/ (L)R03
« Power supply: Battery

« LED technology: SMD

* Luminous flux 100%: 200 Im
« Operating time 100%: 4.5 h
» Range of light: 175 m

« Type of protection (IP): IP54
« Protection rating (IK): IK07

>

370

Errors excepted

LED torch light - small design

100% Q
‘ 200 Lumen
IK 07 30% 100% 4.5 h
80Lumen | 350, 434 | [P 54
Haet L e,
1979 N-72 135 208487

LED pen light
* USB-C charging port

» Small compact LED lamp with high lighting power

« Progressively dimmable — optimal light adjustment

» Simple and quick diagnosis by main light (surface illumination) or top light
(punctual illumination) for dialogue reception among other applications

« Should be in any tool bag

» 2-component plastic housing with rubberised surface

« Battery status and state-of-charge display

» Switching on / off as well as switching between top and main light via main button

« Including 100 cm USB-C charging cable

« Battery capacity: 1050 mAh

« Extendable clip holder

« Battery charge display

« Top light operating time: 2.5 h

« Top light luminous flux: 120 Im

« Highly integrated holding magnets on the rear of the housing

» Power supply: USB cable (USB C)

« LED technology: COB/SMD

« Luminous flux 100%: 200 Im

« Operating time 100%: 2.5 h

* Charging time: 2 h

« Type of protection (IP): IP65

« Protection rating (IK): 1K09

COB-LED

200 4

‘ IK 09 USB c

IP 65 Lumen | ~o&>
HAZET [ EAN-No.

No. mm 4000896+
1979-11 180 235254

Components and spare parts
from page 482 to 490



LED pocket light

« 180° adjustable and 8-step lockable base for adjustment of work area
illumination

« 2-component plastic housing with rubberised surface
* Progressively dimmable — optimal light adjustment
« 4-stage battery status and state-of-charge display
« Switching on / off as well as switching between
top and main light via main button
« Strong rubberised holding magnet on the underside
« 360° movable retaining hook
« Impact resistance (EN62262): IK0O9
* Main light:
operating time: 2 -10 h
luminous flux 30 — 300 Lumen
3 Watt COB LED
* Top light:
operating time 5 h
Luminous flux: 100 Lumen
* Including 100 cm USB-C charging
cable (without USB adapter)
« Possible to charge the battery via a
standard USB adapter 5 V. maximum 1 A
« Power supply: USB cable (USB C)
* LED technology: COB/SMD
* Luminous flux 100%: 300 Im
* Operating time 100%: 2 h
* Charging time: 1.5 h
« Type of protection (IP): IP65
« Protection rating (IK): 1K09

YouTube Clip

[z a)

100%

300

Lumen

#
USB-C
R

‘ IK 09

IP 65

HAZET [ EAN-No.

No. o 4000896+

1979 N-82 133 227211
LED light

* Including 100 cm USB-C charging cable (without USB adapter)

* Possible to charge the battery via a standard USB adapter 5 V maximum 1 A

« Battery status and state-of-charge display

« Main light operating time: approx. 3-20 h

« Top light operating time: 4.5 h

« Top light luminous flux: 60-600 Im

« Top light luminous flux: 300 Im

« Dimmer switch for optimal light adjustment.
Switching between top and main light

» Dimmer switch on the rear side of the
lamp — optimal light adjustment

« Strong rubberised holding magnet on the underside

* Fold-out and 360° rotatable hanging hook

« 180° adjustable and 5-stage lockable foot

» Power supply: USB cable (USB C)

* LED technology: COB/SMD

* Luminous flux 100%: 600 Im

* Operating time 100%: 3 h

* Charging time: 3 h

« Type of protection (IP): IP65

« Protection rating (IK): IK09

. IK 09

IP 65

HAZET [ EAN-No
No. mm 4000896+
1979 N-85 255 241491

Components and spare parts
from page 482 to 490
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®
HAZET

LED slim light

» Charging / power supply via USB-C port 5 V, maximum 1 A 1000 mA
« Including 100 cm USB-C charging cable (without USB adapter)
» 2-component plastic housing with rubberised surface
« 4-stage battery status and state-of-charge display
« 120° adjustable and 5-step lockable aluminium
head for adjustment of work area illumination
« Battery capacity: 4500 mAh (+30% compared to previous model)
« Main light operating time: approx. 3—14 h
« Top light operating time: 11 h
« Top light luminous flux: 110-1100 Im (+10%
compared to previous model)
« Top light luminous flux: 150 Im
« Full-surface, homogenous illumination
» Dimmer switch on the rear side of the
lamp — optimal light adjustment
» Switching between top and main light via main button
« Strong rubberised holding
magnet on the underside
« Fold-out and 360° rotatable hanging hook

« Solid base for good stability even
on non-metallic substrates

» Power supply: USB cable (USB C)
« LED technology: COB/SMD

« Luminous flux 100%: 1100 Im

« Operating time 100%: 3 h

« Charging time: 4.5 h

« Type of protection (IP): IP65

« Protection rating (IK): K08

IP 65

IK 09

HAZzET [ EAN-No
No. mm 4000896+
1979 N-92 367 241415

LED pen light - wireless charging

* Wireless charging

« Efficient and comfortable charging function due to optimised self-
positioning of the lamp on the pad

» Small compact LED lamp with high lighting power

« Progressively dimmable — optimal light adjustment

« Simple and quick diagnosis by main light (surface
illumination) or top light (punctual illumination) for
dialogue reception among other applications

« Should be in any tool bag

« Charging starts immediately after the light is fitted

« 2-component plastic housing with rubberised surface
« Battery status and state-of-charge display

« Switching on / off as well as switching between
top and main light via main button

» Wireless charging pad 1979 WP-1 or 1979 WP-2 is needed
« Battery capacity: 1050 mAh

« Extendable clip holder

« Battery charge display

« Top light operating time: 2.5 h

« Top light luminous flux: 120 Im

« Highly integrated holding magnets on rear of the housing
» Power supply: Wireless charging

« LED technology: COB/SMD

* Luminous flux 100%: 200 Im

« Operating time 100%: 2.5 h

* Charging time: 2.5 h

« Type of protection (IP): IP65

« Protection rating (IK): 1K09

COB-LED

200

()b

IP 65 Lumen
HAZET [ EAN-No.

No. mm 4000896+
1979 W-11 180 235230

Errors excepted
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HAZET Workshop Tools - Safety at Work

LED pocket light - wireless charging LED pen light set - wireless charging
* Wireless charging * Wireless charging
« Efficient and comfortable charging function due to optimised self- « Efficient and comfortable charging function due to optimised self-
positioning of the lamp on the pad positioning of the lamp on the pad
 Charging starts immediately after the light is fitted » Small, compact LED lamp with high lighting power
« 2-component plastic housing with rubberised surface « Progressively dimmable — optimal light adjustment
« 4-stage battery status and state-of-charge display » Simple and quick diagnosis by main light (surface illumination) or top light
« Switching on / off as well as switching between top and main light via main button (punctual illumination) for dialogue reception among other applications
+ Power supply: Wireless charging « Should be in any tool bag
« LED technology: COB/SMD « Charging starts immediately after the light is fitted
« Luminous flux 100%: 300 Im » 2-component plastic housing with rubberised surface
« Operating time 100%: 2 h « Battery status and state-of-charge display
« Charging time: 1.5 h » Switching on / off as well as switching between top and main light via main button
« Type of protection (IP): IP65 « Pen light for daily use in diverse application fields
« Protection rating (IK): IK09 « LED pen light set, 3-part
+ 180° adjustable and 8-step lockable base for adjustment of work area illumination | * Contents:
« Progressively dimmable — optimal light adjustment *2x 1979 W-11 LED

pen light - wireless
* 1x 1979 WP-2 dual
wireless charging pad
*1x 100 cm USB-C cable
*1x 5V, 2 A power supply unit
» Power supply: Wireless charging
« LED technology: COB/SMD
« Luminous flux 100%: 200 Im
« Type of protection (IP): IP65
« Protection rating (IK): IK09

« Strong rubberised holding magnets on the underside and rear side of the housing
* 360° movable retaining hook
* Main light:
operating time 2—-10 h
Luminous flux 30 — 300 Lumen
3 Watt COB LED
* Top light:
operating time top light: 5 h
Luminous flux: 100 Lumen
1 Watt LED

HAZET EAN-No.
No. 4000896+

1979 W-11/3 3 235247

LED inspection light set -
wireless charging

A/
~

* Wireless charging
« Efficient and comfortable charging function due to optimised self-
positioning of the lamp on the pad

I P 65 Lu men 2 h » Small, compact LED lamp with high lighting power

« Progressively dimmable — optimal light adjustment
«» Simple and quick diagnosis by main light (surface illumination) or top light
(punctual illumination) for dialogue reception among other applications

HAZET [ EAN-No. .
No. mm 4000896+ « Should be in any tool bag
1979 W-82 133 227228 « Charging starts immediately after the light is fitted

» 2-component plastic housing with rubberised surface
« Battery status and state-of-charge display
» Switching on / off as well as switching between top and main light via main button
« LED light set, 3 pieces
« Contents:
* 1x 1979 W-11 LED pen light - wireless
« 1x 1979 W-82 LED pocket
light - wireless charging
* 1x 1979 WP-2 dual
wireless charging pad
*1x 100 cm USB-C cable
* 1x 2A 5V charger /
power supply unit
« Power supply: Wireless charging
« LED technology: COB/SMD
« Type of protection (IP): IP65
« Protection rating (IK): 1K09

>

Components and spare parts
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LED inspection light set -
wireless charging

. IK 09

HAZET
No.

1979 NW/i3 3

EAN-No.
4000896+

235261

LED light

* Wireless charging

« Efficient and comfortable charging function due to optimised self-
positioning of the lamp on the pad

« Charging starts immediately after the light is fitted

» Wireless charging pad 1979 WP-1 or 1979 WP-2 is needed

« Battery status and state-of-charge display

» Main light operating time: approx. 3-20 h

« Top light operating time: 4.5 h

« Top light luminous flux: 60—-600 Im

* Top light luminous flux: 300 Im

» Dimmer switch for optimal light adjustment.
Switching between top and main light

» Dimmer switch on the rear side of the
lamp — optimal light adjustment

« Strong rubberised holding magnet on the underside

+ Fold-out and 360° rotatable hanging hook

» 180° adjustable and 5-stage lockable foot

» Power supply: Wireless charging

* LED technology: COB/SMD

* Luminous flux 100%: 600 Im

* Operating time 100%: 3 h

* Charging time: 3.5 h

« Type of protection (IP): IP65

« Protection rating (IK): IK09

‘ IK 09

IP 65

HAZET [ EAN-No
No. mm 4000896+
1979 W-85 255 241484

Components and spare parts
from page 482 to 490

Workshop Tools - Safety at Work

HAZET

LED slim light - wireless charging

* Wireless charging
« Efficient and comfortable charging function due to optimised self-
positioning of the lamp on the pad

« Charging starts immediately after the light is fitted

» Wireless charging pad 1979 WP-1 or 1979 WP-2 is needed
« 2-component plastic housing with rubberised surface

* 4-stage battery status and state-of-charge display

* 120° adjustable and 5-step lockable aluminium head for
adjustment of work area illumination

« Battery capacity: 4500 mAh (+30% compared to previous model)
* Main light operating time: approx. 3-14 h
« Top light operating time: 11 h
« Top light luminous flux: 110-1100 Im (+10%
compared to previous model)
* Top light luminous flux: 150 Im
* Full-surface, homogenous illumination
» Dimmer switch on the rear side of the lamp — optimal light adjustment
» Switching between top and main light via main button
« Strong rubberised holding magnet on the underside
* Fold-out and 360° rotatable hanging hook
« Solid base for good stability even on non-metallic substrates
» Power supply: Wireless charging
* LED technology: COB/SMD
* Luminous flux 100%: 1100 Im
* Operating time 100%: 3 h
* Charging time: 5.5 h
« Type of protection (IP): IP65
« Protection rating (IK): 1K08

IK 09

IP 65

B =Ee [ EAN-No
No. o 4000896+
1979 W-92 367 241422

LED light set - wireless charging

* Wireless charging

« Efficient and comfortable charging function due to
optimised self-positioning of the lamp on the pad

« LED light set, 3 pieces
* 1x 1979 W-82 LED pocket light

* 1x 1979 W-92 LED slim light

* 1x 1979 WP-2 charging pad for 2 lamps
* 1x USB-C cable, 100 cm

*1x 5V, 2 A power supply unit

« Power supply: Wireless charging

+ LED technology: COB/SMD
« Type of protection (IP): IP65

Hazer e | e,
1979 W 113 3 241408
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Wireless charging pad

« Additional USB port for charging more devices

* Holding magnets on the rear of the pad for fastening to substrates containing iron
* 4 screw holes

* Including 100 cm USB-C cable and USB adapter

* 5V USB-C input

« It is possible to charge the battery via pad or USB port

« Power supply: USB cable (USB C)

2]

g

YouTube Clip

HAzZET EAN-No.
No. 4000896+

» Maximum wireless output current: 850 mA

« Optimised self-positioning of a light on the pad

« 1 Acharging current

1979 WP-1

» Maximum wireless output current: 1700 mA

+ Optimised self-positioning of two lights on the pad
» 2 Acharging current

1979 WP-2

227952

227945

LED work spotlight

* 40 watt energy-efficient COB LED technology for uniform room lighting

« Rotatable dimmer switch for infinite adjustment

« Increased functionality by an additional 230V socket on the rear
which enables coupling and operation of any additional devices

« 50 % of the power is immediately available when switching on

» Robust PU housing with surrounding aluminium
components for better heat dissipation

« Visual power indication: 4-stage
« Base: 90° adjustable
« Cable length: 5 m
« Impact resistance (EN62262): IKO7
» Extendable by:
— 1979 F-01 diffuser
— 1979 F-02 holding magnet
— 1979 F-03 telescopic tripod

» Power supply: 230 V safety plug

* LED technology: COB

* Luminous flux 100%: 4000 Im

« Type of protection (IP): IP54

« Protection rating (IK): IK07

* Luminous flux: 400 —
4000 lumens

* 1 extension socket
on the rear

YouTube Clip
>
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LED work spotlight

100%
Lumen
HEEET L 4600308
1979 FC-40 280 227839
LED work spotlight

* 60 watt energy-efficient SMD LED technology for uniform room lighting

« Rotatable dimmer switch for infinite adjustment

« Increased functionality by an additional 230V socket on the rear
which enables coupling and operation of any additional devices

« 50 % of the power is immediately available when switching on

» Robust PU housing with surrounding aluminium
components for better heat dissipation

« Visual power indication: 4-stage
« Base: 90° adjustable
« Cable length: 5 m
« Impact resistance (EN62262): IKO7
» Extendable by:
— 1979 F-01 diffuser
— 1979 F-02 holding magnet
— 1979 F-03 telescopic tripod
« Power supply: 230 V safety plug
« LED technology: SMD
« Luminous flux 100%: 6000 Im
« Type of protection (IP): IP54
« Protection rating (IK): IK07
« Luminous flux: 600 — 6000 lumens
« 2 extension sockets on the rear

6000

HAZET [ EAN-No
No. mm 4000896+
1979 FC-60 360 227822
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U / Floor Mats
Light diffuser

« Can be locked with bayonet fitting

* Maximum luminous flux for diffusor usage
1979 FC-40: 3200 Lumen

« Sturdy steel construction
1979 FC-60: 4800 Lumen « Tool-free assembly

Telescopic tripod

* Tripod permits a secure stand

« Foot locking and height locking option
Y « Additional cable guides on tripod

« Height 120 — 185 cm

« Load-carrying capacity: 30 kg

HAzZET EAN-No.
No. 4000896+

1979 F-01 227815

Magnetic holder

* Magnetic coating protects against damage to the surfaces

« Can be locked using the enclosed fastening screw
» Magnetic retention force max.: 10 kg
« Vertical installation

HAZET EAN-No. HAZET
No. 4000896+ No.
1979 F-02 227808 1979 F-03
Floor Mats

Kneeling mat

== Made in Germany
« In the shape of the HAZET logo

« Now even more comfort due to new foam quality

« Easy-to-clean surface

« Carrying/suspension handle

« Made of non-absorbing foam with closed cell structure

HAZET LxWxH EAN:No.
No. T 4000896
195-1 450x210x30 121069

Components and spare parts
from page 482 to 490

Mechanic’s mat

HAZET
No.

195-5

== Made in Germany
* In the shape of the HAZET logo

* Now even more comfort due to new foam quality
« Easy-to-clean surface

« Big mat for motor mechanics
» Made of non-absorbing foam with closed cell structure
« Carrying handle

LxWxH
mm

975x385x30

EAN-No.
4000896+

227174

EAN-No.
4000896+

153718
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3

Car Covers

Fender cover - universal

== Jade in Germany E‘E
* Magnetic fastening (6 magnets)

» Optimal protection for your
customers’ vehicles

« Increased work quality — reduction
of refinishing works
« Suitable for nearly all vehicle types

HAzZET [ EAN-No.
No. mm 4000896+
196 N-1 950 208258
Fender cover
* Made of specially coated anti-slip material EE

» Waterproof, oil and grease repellent

« Cover adheres vertically to almost all car body surfaces (aluminium, steel, GRP)
» Regarding fire safety, cover corresponds to British and US standards Fed 302

» Washable at +40 °C

« Cover for the protection of the car body surface from scratches and damages

« Easy to clean nylon front side surface

* Dimensions: 890x500 mm

» Material: 60% polyester, 30% polyamide/nylon, 10% cotton

HAZET [ EAN-No.
No. mm 4000896+
196-2 890 149469

Front car cover

« Also for working with the engine running ﬁ%

« Waterproof, oil and grease repellent
- Regarding fire safety, cover corresponds to British and US standards Fed 302

« Easy to clean

« Loop fastening

* Cut—outs for lighting
and radiator

* Material: 98% polyamide/

nylon, 2% polyurethane ansf
196-3
HAzZET EAN-No.
No. 4000896+
196-3 149414
Steering wheel and seat cover set
« Suitable for nearly all common car seats and steering wheels ﬁ%

« One size fits all

» Reusable

* Durable

« Waterproof, oil and grease repellent

» Regarding fire safety, covers correspond
to British and US standards Fed 302

« Tested with a side airbag

« Antistatic

* Washable at +40 °C

» Made of hard-wearing nylon fabric
with a surrounding elastic band

* Easy to clean

« Durable black covers with a
welt edge (HAZET blue)

» Material: 98% polyamide/
nylon, 2% polyurethane

EAN-No.
4000896+

150151

HAZET
No.

196-6/2 2

Lubrication Technology

Magnetic cup
« Practical helper for the workshop ﬁ

« ABS plastic (HAZET blue)

« 80 mm rubberised magnet (approx. 2.5 kg retention force) for
fixation to tool trolleys, panels, cabinets, car lifts etc.

« Magnetic on both sides — especially suitable for ferrous parts
» Housing opening enables good visibility and easy removal of parts

* Optimised, bevelled housing shape — also
suitable for non-magnetic parts

HAZET 1%} EAN-No
No. = 4000896+
197-3 150 158584

376
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Multifunctional drain pan

« For oil change / oil filter replacement and for cleaning of parts %‘ %

« Safe and clean outpour due to circumferential overflow gutter
» Made of polyethylene (break-proof)
« Internal scale: Litre, US gal / UK gal
Scale graduation: 11/ 1 gal
* 3 handles
« With pouring spout
« With protuberance including filter security (anti-slip) to deposit small parts
« With drainer for oil filter
« Stackable trays
* Dimensions LxW xH:
400x390x120 mm
» Manufactured in the EU

Hazer 197 N-1

>

Components and spare parts
from page 482 to 490
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Multifunctional drain pan Funnel - with flexible hose

|

B ] * Filling with all standard workshop liquids such as oil, fuel or brake L
% | "Fling plia

* Funnel made of polypropylene, flexible spout
made of polyethylene, with stainless steel filter

« Funnel diameter: 165 mm

* Length including hose: 480 mm

US gal / UK gal

s e
197 N-1 6 198924

« For oil change / oil filter replacement and for cleaning of parts

« Safe and clean outpour due to circumferential overflow gutter
« Made of polyethylene (break-proof)

« Tap for pouring out liquids safely and cleanly

« Three carrying handles for safe carrying and outpouring

HEGET S8,
198-1 12 149155
Spray bottle - refillable

 Use with multi-purpose spray, such as e.g. penetrating oil, rust @
remover, as well as rim and brake cleaner =

« Savings due to the use of large containers
« Safety valve
HAZET AN, * Viton® gaskets
« Including 155 mm long jet nozzle and short spray nozzle
197-2 16 146802 * Fog spray and point jet
« Two-piece design enables easy cleaning
== Vlade in Germany = « Easy filling through the bottleneck (@ 25 mm) or in the lower part (@ 54 mm)
« Universal application « Environmentally-friendly: CFC-free and reusable
« Large capacity « The valve located in the floor serves exclusively for filling with compressed air
» Max. working pressure [bar]: 8 bar

Application: can be used as a cleaning pan, dirt pan, oil pan, storage
pan, disinfection pan, leakage pan, transport pan, feed pan, in sanitary
and heating construction, the motor vehicle industry and workshops,
for hunting equipment, chemical/laboratory use, food industry/
butcheries, fishing, pet supplies, horse accessories, etc.
« Alkaline-resistant and acid-resistant C’
« Volume: 50 | f
« Internal dimensions (WxD xH):
800x520x 100 mm
+ From TUV-certified
production in
accordance with

DIN ISO 16901 E E ‘
— @ 60mm |=
HF:\‘iET EANNo. YouTube Cllp
197-50 50 210008
« Chemical-resistant, unbreakable plastic with smooth,

abrasion-proof surface

S B e Eae;
197-4 3 214235 199-4 0.227 198429
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Lubrication Technology

Measuring cup Grease gun

« Brake fluid, battery fluid and non-acidic liquids « Capacity: 500 cm®
« Reinforced hose, nozzle tube and
2 mouthpieces M 10x1

» Material: HDPE
« Colour: white/ transparent

‘K.r'-

i 2162-1

HAZET EAN-No.
No. 4000896+
198-6 « Light design, wall thickness 1 mm
21621 075027
HAZET e * Reinforced design, wall thickness: 1.5 mm
o 4000896+ 2162-2 075034
198-4 1 174485
198-5 2 174478 ) |
« With pouring spout High performance suction gun
198-6 5 174522 ) .
198-8 5 174508 . Unngeded mz'aterlal can be easily sucked back
« Flexible plastic hose outlet
« Housing material: galvanised steel
Oiler . -
.l il 18
- )
o / R —_— — e/
f = ’
_ﬁﬂ?i
3y
\ 21626
HEEET 4000608
e L Sohihe, - Filling capacity: 500 m
2160 245 02 013289 . Insid.e dia.meter of the hose: 9,5 mm
« Outside diameter of the hose: 12.5 mm
* NBR seals
Brush oiler + For engine oils with a viscosity of 30 to 68
« Not suitable for acidic (erosive) liquids
« Industrial oiler with single pump 2162-4 0.5 174850
« Replaceable brush, 20 mm diameter » Metal outlet also included
M6x0.75 mm « Filling capacity: 1000 ml
* Brass Iar.lce « Inside diameter of the hose: 9.5 mm
* Suspension lug « Outside diameter of the hose: 12.5 mm
+ Semi-transparent container (PEHD) for \ « NBR seals

better visibility of the filling level

* 20 bar pumping unit — delivery even of heavier oils
with higher viscosity on chains and slide rails

« For engine oils with a viscosity of 30 to 68
| « Not suitable for acidic (erosive) liquids

2162-6 1

HAazeET
2160-1

HF;\‘iET

2160-1 0.3

378

EAN-No.
4000896+

234646
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« Coupler thread (hose/pipe) on the pump bottom: 12.7 mm (/4") PTx 19

174454
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Manual decanting / filling pump

== Made in Germany

* 600 ml pump volume enables fast transfer pumping and filling of fluids
between different tanks

« Application: Filling and decanting liquids
« Base plate and double connection for hoses with 10/15 mm inside @
+ 1 suction hose,@ 10 mm - length: 3 m
+ 1 pressure hose, @ 15 mm - length: 3 m
+ On e.g. MERCEDES-BENZ Citaro Euro 6 together
with coolant pipe 2xA.311.500.09.91 and
coupling muff A.001.553.19.26 and coupler
plug A.001.553.20.26
* Transmission or engine oils can be filled quickly,
bubble-free and cleanly using the pump
« Fluids to be transferred, e.g.
— Ad Blue
— Cooling fluids
— Windscreen frost protection
- Oil
— Water

HAZET

Mini grease gun

« Filling capacity: 80 g

« Creates pressure up to 1,000 PSI/ 69 bar

« Filling with loose grease

« Including lubricating nipple in 50° and 90° versions

No.
2162-7

EAN-No.
4000896+

207756

Hand-operated dosing pump

* The double scale enables precise dosing of various liquids

« Coupler thread (hose/pipe) on the pump bottom: M15x1.5
« Housing material: PVC (transparent)

* Hose inside @: 10 mm

* Hose outside @: 16 mm

+ NBR seals

» Unneeded material can be easily sucked back

« Incl. flexible, transparent plastic hose fibre-reinforced

* Including curved 120° aluminium application tube @ 10 mm
« Absorbent and smooth

» Hose length: 600 mm plus application tube

* Maximum transport
volume 4 I/min

« Length without
house: 545 mm

En"_:.rh'
¥ U

Haes

2162-8 0.7

EAN-No.
4000896+

213337

Hand pump - with telescopic suction tub

== Made in Germany
« Suitable for drums from 50 to 200 |

« Telescopic suction tube made of metal,
extendable from 450 to 860 mm -

» Base component made of galvanised steel

+ R 2"and R 1.%4" drum adapters

- Removable, bent metal outlet

« Flow rate: approx. 0.35 litres / stroke or 16 I/min.
« Weight: 2.2 kg

Caution: Not suitable for gasoline extraction

HAZET EAN-No.
No. 4000896+
21631 172771

Components and spare parts
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HAZET [ EAN-No
No. mm 4000896+
2162 M 145 185634

+ Rapid and clean filling of the HAZET 2162 M mini grease gun

« Improved mechanical stability prevents loss of lubrication
performance in vibrating environment

» Good water washout resistance

« High oxidative stability

« High corrosion protection and excellent adhesion on metallic surfaces

 Grease cushion 60 ml

9300 N-60 - 203406

Pressure sprayer

* Capped pumping mechanism increases chemical
resistance

E'I

« For universal application in industrial and automotive sectors

« Cleaning and degreasing of workpieces, workshops and
vehicles, such as machinery, engines, floors, rims etc.

« Applying oils and separating agents on machinery,
workpieces, track switches and components,
for mould making, for formworks etc.

« Disinfecting and cleaning floors,
facades, sanitary facilities, pools etc.

« Integrated safety valve (2.5 bar) enables the container to
depressurize before opening

« With Viton® gaskets

« Seals and materials resistant to most acids and
solvents as well as to chemicals that are used
most frequently in industry, automotive
technology and professional cleaning

« Adjustable conical nozzle and
flexible, break-proof pumping lever

« Flow rate: 0.5 I/min. at 2.5 bar using the white,
adjustable conical nozzle
0.8 I/min. at 2.5 bar with the grey flat spray nozzle

* Net volume: 11

* Gross volume: 1.35 |

« Max. working pressure [bar]: 2.5 bar

LY GERMAN

HaRE 9 e
199 N-1 1 046 189007
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General Workshop Tools

Pressure sprayer - foam General Workshop Tools

* Three nozzles (in scope of delivery) for generating wet and dry foams as

well as for implementing different reaction times Clamping strap / Lashing strap
« Application: Creating tight and permanent foam == Made in Germany
« Cleaning/disinfecting of surfaces, workpieces, vehicles, sanitary facilities - Application: Safe transport of luggage and goods
* Better visual control of the sprayed area Safe transport of the load is also indispensable for
« For neutral cleaners as well as diluted acid and alkaline cleaners private individuals and small enterprises!
* Ideal for * Length: 6 m
— Cleaning and disinfecting work on upholstery and rugs - As per EN 12195-2
— Disinfection of bathrooms and sanitary facilities Lashin ; - ; ion in 9
. . . g capacity / strapping: LC (strap webbing elongation in %)
— Kitchens and food industry 1,000 daN in the strapping

— Cleaning vehicles, work surfaces efc. « Tensile force / ratchet: STF (tensile force) 200 daN
« Transparent, durable tank with level indicator e ) )
« Strap colour: light blue including

. Integr_ated safety valvg (2.5 bar) enablfes the HAZET logo imprint, black
container to depressurize before opening

« With Viton® gaskets

* Net volume: 0.75 |

* Gross volume: 1.5 |

« For use of chemicals with surface-active properties (surfactants)

« Increasing the duration of contact between chemical and surface to be
cleaned guarantees increased effectiveness of the chemical product {*

« Seals and materials resistant to most acids and solvents as
well as to chemicals that are used most frequently in industry,
automotive technology and professional cleaning

» Wide filling neck

* Protection cover for chamber valve

* Including 3 different nozzles (black = normal, green = dry,
orange = wet) for adjusting the foam quality

« Special flat nozzle suitable for foam

« Special flat spray nozzle for wide fan beam

* Including 10 spare filter

* Flexible, break-proof pumping lever

Application fields:

« Cleaning textiles, upholstery and carpets while at the HAZET EAN-No
same time avoiding excessive moistening to reduce the drying o 4000896+
time and prevent fungi and bacteria from developing 1988-6 219193

« Max. working pressure [bar]: 3 bar

Machinist’s vice

YouTube Clip
05 lll

HAZET b

sb EAN-No.
No. mm

E,,),L AT 4000896+

* Vice fastening for machinist’s vice 2175 N

* For st 179 N - 179 NX - 179 N XL - 179 N XXL
model year 1/7/2019 tool trolleys

« Easy installation on the worktop of the right side of the trolley

« Includes fixing materials (screws and discs) for vice 2175 N

« Easy installation of the door 179 N-21, the laptop holder 179 W-42 and
the basic fixture 179 W-40 when the vice is installed

179 N-75 - - - 241835

* Machinist’s vice

* Drop forged

« Gripping jaw width: 100 mm

« Installation on st 177 W - 179 W - 179 N W work benches
together with 179 N W-11 machinist’s vice fastening set
Assembly on ¢ 177 tool trolleys together
with 2175 N-11 wooden liner

* For assembly on Ass#t* {79 N - 179 N X -
179N T - 179 N XL - 179 N XXL model year 01/07/2019 tool trolleys —
together with 179 N-75 vice fastening

2175N 100 50 125 013685
« Distance plate (wooden) for machinist’s vice 2175 N
+ Installation of the vice on work benches or As»istert

Hazer AtNG 172 HD - 177 - 180 - 180 K-4 tool trolleys
B AT + Including installation accessories
199-3 0.75 207237 2175 N-11 - - - 013692
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ol HAZET
U} Safety at Work
Safety at Work
Mechanic’s gloves Working gloves - genuine leather
* Extremely abrasion resistant due to perfect mix of synthetic leather ‘EH « Pleasant, lightweight feel and excellent dexterity due to high-quality kid
(palms) and PVC, protectors on the outside surface = leather
« Excellent elasticity and optimal fit, special Bignet® stretch « High-quality mix of materials from supple genuine
fabric provides perfect grip and freedom of movement leather and modern microfibre textiles
« Breathable « Exact-fit due to Velcro® strip cuffs (hook and loop fastener)
* Non-skidding « Lightweight and breathable
* Washable « Tested against increased mechanical risks according to standard EN 388:2016
+ Material: 48% polyamide/nylon, 25% polyacrylic, 25% polyester, Additional cut protection test according
2% polyurethane to standard EN 1SO 13997 with
power levels 2111A
« Size: L
HAzZET EAN-No.
No. 4000896+
1987 N-3 222650
HAZET EAN-No.
No. 4000896+ Gloves
«Size L
1987-5 L 181735 * Microfoam coating
" Size XL « Breathable coating
1987-5 XL 181759 « Maximum flexibility and freedom of
* Size XXL movement together with excellent
1987-5 XXL 181766 mechanic protection
« Water repellent
* Material: 60% cotton,
Mechanic’s gloves 40% polyester

* Protection thanks to TPR protectors and fine knitted fabric

» The palm: maximum abrasion resistance due to high-quality nitrile rubber coating

« Easy grip

« Very good freedom of movement and fit

« Long wear life due to selected material components

» Easy to clean

« Size: L

« Tested against increased mechanical risks according to standard EN 388:2016
Additional cut protection test according to standard
EN ISO 13997 with power levels 4131A

HAzZET EAN-No.
No. 4000896+
1987 N-4 203840

HAzET EAN-No
No. 4000896+
1987-6 222643
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